






To prevent injury, this television set must be securely attached to the floor/wall in accordance 

with the installation instructions









 

 

 

Only the adapter (Maker:Guangdong ABT 

Industrial Co., Ltd ,model no. : ABT040120) 

can only be used for the LED TV, whose 

input : 100-240Vac 50/60Hz 1.5A, Output: 

12V  4.0A, not allow to use the other 

model adapters. 

The LED TV input: 12V  4.0A 



1.DC 12V Jack (DC power input )
2. Coaxialjack (For Coaxial Singal output)
3. AV IN Jack ( Connecting for AV signal input in composite mode, V replaces of Video input, L/R replaces of

audio Left and right channel.)
4. Headphone Jack (Connecting for headphone)
5. Public Antenna input jack (DVB-T/T2) ( Connected to external antenna to receive the ATV/DTV program )
6. Coaxial Antenna input jack ((DVB-S2) (Connected to external antenna to receive the ATV/DTV program )
7. RJ45 IN (For internet data transmission)
8. HDMI Input Jack1 ( Connecting for HDMI signal)
9. HDMI Input Jack2 ( Connecting for HDMI signal)
10. USB1、USB2 Jack ( For input signal by USB port)
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Wall- mounting TV SET procedure and method

Step 1: Fix the metal frame the wall with screw as following figure1 and ensure it is firm.

Step 2: Fix the long strip metal stand to TV SET back with screws as following figure2 and ensure it
is solid.

Step 3: Hook the TV SET to the metal frame setup fixed on the wall well , then fix firmly a protective
screw to limit the position avoiding the TV SET loosen as following figure3
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